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**Upon the expiration of the certificate re-
newal must be obtained as provided by the
Load Line Regulations and the certificate so
endorsed. Endorsement should also be made
in the spaces provided on the occasion of
each annual inspection required by the Load
Line Regulations.

This is to certify that this ship has been
surveyed and the freeboards and load lines
shown above have been found to be correctly
marked upon the vessel in manner and loca-
tion as provided by the Load Line Regula-
tions of the Commandant, U.S. Coast Guard,
applicable to vessels engaged on this special
service voyage.

**This certificate remains in force until
lllllllll. Issued at
lllllllllon the llll day of
llllll, 19ll.

(Here follows the signature or seal and de-
scription of the assigning authority)

NOTES: (1) In accordance with the Load
Line Regulations, the disk or diamond and
the lines must be permanently marked by
center punch marks or cutting.

(2) The load line assignment given by this
certificate necessarily assumes that the na-
ture and stowage of cargo, balast, etc., are
such as to secure sufficient stability for the
vessel. Accordingly, it is the owner’s respon-
sibility to furnish the Master of the vessel
with stability information and instructions
when this is necessary to maintenance of
sufficient stability.

(On the reverse side of the load line certifi-
cate, the provision for annual inspection en-
dorsement and for renewal of the certificate
is to be the same as for vessels engaged in
the foreign trade.)

(b) Where the Special Service Load
Line Certificate is issued in addition to
a Great Lakes Load Line Certificate,
the wording of the Special Service
Load Line Certificate is to be identical
to that given in paragraph (a) of this
section, but the markings indicated in
the form shall be replaced by the fol-
lowing markings:

(c) Where the Special Service Load
Line Certificate is issued in addition to
an Unlimited Coastwise or Inter-
national Load Line Certificate, the
wording of the Special Service Load
Line Certificate is to be identical to
that given in paragraph (a) of this sec-
tion, but the markings indicated in the
form shall be replaced by the following
markings:

Subpart C—Rules for Assigning
Working Freeboards to Hop-
per Dredges

SOURCE: CGD 76–080, 54 FR 36977, Sept. 6,
1989, unless otherwise noted.

§ 44.300 Applicability.

This subpart applies to each self-pro-
pelled hopper dredge—

(a) For which a working freeboard as-
signment is desired after January 1,
1990; and

(b) That operates with a working
freeboard assigned under this subpart.

§ 44.310 Definitions.

Hopper dredge means a self-propelled
dredge with an open hold or hopper in
the hull of the dredge that receives
dredged material.

Working freeboard means one-half the
distance between the mark of the load
line assigned under this subchapter and
the freeboard deck.
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